
 

HEALTH & SAFETY 

 May cause irritation when exposed. 

 Avoid breathing the mist. 

 Avoid skin and eyes contact. Wash the contaminated 

skin with soap and water in case of skin contact. 

 Wear all appropriate Personal Protective Equip-

ment (PPE) during application. In case of eyes 

contact, flush the contaminated eye(s) with water 

and seek medical attention immediately. 

 Obtain medical attention in case of ingestion. 

STORAGE AND HANDLING 

Storage: Keep container  closed, store in a dry, cool, 

well-ventilated area and away from heat and fire 

Handling: Handle with care. Stir  well before use. 

KRETOP EPS 500 UWE  
UNDERWATER EPOXY  

DESCRIPTION 

KRETOP EPS 500 UWE is a special solvent free epoxy 

system designed to protect concrete and steel surfaces 

in severe conditions. 

Kretop EPS 500 UWE can be applied, cured underwa-

ter and will form a tough protective barrier.  

It provides outstanding adhesion on most surfaces in 

any conditions such as damp or wet surfaces where  

conventional  protective coatings are not applicable. 

TECHNICAL DATA 

APPLICATION PROCEDURES  

Mixing:  Stir  each component separately by using a 

slow speed electric drill fitted with a paint mixer or a 

wing type mixing paddle. Then pour entire all compo-

nents and aggregate (if any) and continue to mix for 2-3 

minutes and until homogeneous before use. 

Mortar Application: Immediately after  mixing, pour  

the mixture of components A, B and Aggregate AG 63C 

and spread evenly with steel trowel. 

Application method: Apply KRETOP EPS 500 

UWE by spray, roller and or brush above water and for 

underwater application, brush or steel trowel is recom-

mended . 

All application should be done within its pot life (20 

min at 23oC).  

Thinning: Option 

 

Drying time: 2-6 hours above water and 16 – 24 hours 

for underwater and 7 days for full cured  

KEY BENEFITS 

 Providing tough protective barrier and impermea-

ble layer with excellent resistance against salt and 

water.   

 Can be applied as Mortar for underwater concrete 

surface. 

 Under-water curing - capable of application and 

curing under water. 

 Excellent adhesion to most surfaces: damp, wet... 

EPS 500 UWE 

EPS 500 UWE 

Concrete 

Compressive Strength 
(JIS K7208)  

> 50 MPa 

Bond strength 
(JIS K5600) 

> 1.5 MPa 

Abrasion resistance  
(JIS K5600) 

< 70 mg 

Volume solid (%) 98% +/- 2% 

Service Temperature  Up to 70oC 

Number of coats 1-3 coats 

Coverage (kg/m2/coat)    0.15 - 0.5  

Drying time (normal condi-
tions) 

2-6 hours 

AREA OF APPLICATION 

 Concrete structures 

 Underground tank 

 Submarine pipes  

 Waste water System 

 Steel structures 

 Water tank 


